
*Do not use underwater/underground.

IP68 High performance at 24-hours/1m-depth immersion

WG series

IP68
Outdoor Waterproof Box
for 5G Technology!

There is no risk of screws dropping out and lost during maintenance.
Captive screw is able to lock into a pre-drilled hole to provide a secure 
hold.

Captive screws for easy maintenance

ASA material is resistant to deterioration and discoloration due to 
ultraviolet rays.  Perfect for outdoor communication or network devices.

Weather-resistant ASA material

With a silicone waterproof gasket, and supported by multiple enclosing 
screws from the rear side, it allows the enclosure to maintain a stable high 

HIGH PERFORMANCE
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Optional terminal blocks compatible

Optional terminal blocks, WTB series can be installed onto the existing bosses inside the WG series box without additional processing or 
customization, hence can also function as a terminal junction box.  (See page WG-3 ~ WG-4 for WTB terminal blocks.)

Easy installation on walls & poles

By using the optional mounting accessories, it can be installed on walls and poles with ease.
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WG-1

■ P68 high performance junction box protected from immersion as long as 24 hours at 1m depth.
■ ASA material is resistant to deterioration and discoloration from ultraviolet rays.

Perfect for use as outdoor communication devices.
■ Self-tapping captive screws which are able to lock into a pre-drilled hole and provide a secure

and hold for fastening the cover. Please drive the self-tapping captive screws for cutting a
thread into the holes at first so that securing the cover and body together properly.

WG series IP68 HIGH PERFORMANCE JUNCTION BOX

Technical Data

Protection class : IP68 (24-hours/1m-depth)
Operating temperature: -30°C ~ +60°C
Recommended torque :  0.5 ~ 0.6N • m

1

3

There are 5 holes on the backside of the body (4 at each corner, 1 in center).
4 corner holes are for wall mounting bracket, and 1 center hole is for pole mounting bracket.

Components
No. Part name Pcs Material / Color

1 Cover 1 ASA UL94HB / Off-white

2 Body 1 ASA UL94HB / Off-white

3 Gasket 1 Silicone / Black

4 Self-tapping captive screw 8 ~ 10 Stainless steel / Unfinished

2

4

*  May become brittle and break under impact when 
temperature is lowered close to -30°C.



WG-2

Accessories (Optional parts)

Protective vent PMF series
See page 325 ~ 326

Tapping standoff TPS series
See page 122

d
W

w

h

H

D

Product no. / Dimensions

Product no.
External dimensions Internal dimensions

Screw Weight (g)
W D H w d h

WG10-15-6W 100 150 55  63 115 43 M4 x  8 pcs 169.5

WG10-15-8W 100 150 75  62 114 63 M4 x  8 pcs 192

WG15-16-6W 145 155 55 107 120 43 M4 x  8 pcs 232

WG15-16-8W 145 155 80 105 118 68 M4 x  8 pcs 266.5

WG15-21-6W 145 210 60 107 174 48 M4 x 10 pcs 314

WG15-21-9W 145 210 90 105 172 78 M4 x 10 pcs 367

PCB mounting screw MT4-8T
See page 7

Wall mounting bracket WGF series
See page 9

Pole mounting belt SNB • PKB series
See page 323 ~ 324

Pole mount bracket WGMB • WPMB series
See page 9 ~ 10

Terminal block WTB series
See page WG-3 ~ WG-4

Mounting plate WGP series
See page 7

DIN rail FDR series
See website

Cable gland
See page 333 ~ 340

WG dimensions ■ DXF/DWG/PDF/STP drawings available on our website.



WG-3

(FW2)

■ Compatible terminal blocks with WG series.

Components
No. Part name Pcs Material Color or Finish

1 Base 1 PBT UL94V-0 Black

2 Conductive plate 1 Brass Nickel plated

3 Terminal screw (M4-10) 2 x P Steel Trivalent chromate

4 Symbol board 1 PET White

5 Cover 1 Polycarbonate UL94V-0 Transparent

─ Screw (Bind tapping M4-10) 2 Steel Trivalent chromate

Specification
1. Electrical Rating  600V • 35A

2. Insulation Resistance  DC500V 1000MΩ ~

3. Withstand Voltage  AC2500V (Tested for 1 min.)

4. Rising Temp.  30°C or less

5. Operating Temp. Range  -40°C ~ +90°C

6. Storage Temp. Range  -40°C ~ +90°C

A

B

35

4.
4

8.
6

16

12.5

24

512
.4

Product no. / Dimensions
Product no. P (Number of poles) A B Suitable models

WTB-240- 3P-FB  3  56.5  46.5 WG10-15-□ (W direction)

WTB-240- 6P-FB  6  94.0  84.0 WG15-16-□ • WG15-21-□ (W direction)

WTB-240- 7P-FB  7 106.5  96.5 WG10-15-□ • WG15-16-□ (D direction)

WTB-240-10P-FB 10 144.0 134.0 WG15-21-□ (D direction)

3
52 1

4

WTB series TERMINAL BLOCK for WG
Accessories (Optional parts)

WTB dimensions ■ DXF/DWG/PDF drawings available on our website.



WG-4

100

15
0

145

15
5

145

21
0

■ Compatible models  WG10-15-6 • 10-15-8
WTB-240-3P WTB-240-7P

WTB-240-6P WTB-240-7P

WTB-240-6P WTB-240-10P

■ Compatible models  WG15-16-6 • 15-16-8

■ Compatible models  WG15-21-6 • 15-21-9

WTB terminal block mounting position ■ DXF/DWG/PDF drawings available on our website.
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*for WGP10-15 model
mounting holes x2　

W

a

D b

4-R2

4-∅4.5

Product no. / Dimensions ■ Mounting screws included.

Product no. W D a b Suitable models Weight (g)

WGP10-15  60 112 −  97 WG • WGV10-15-6, WG • WGV10-15-8 30

WGP15-16 105 117 84.5  90 WG • WGV15-16-6, WG • WGV15-16-8 54

WGP15-21 104 171 84.5 140 WG • WGV15-21-6, WG • WGV15-21-9 76

■ DXF/DWG/PDF/STP drawings available on our website.

■ Hole milling, clinching spacer customizations are available. 
See page Custom-7 ~ Custom-10 and our website for more details.

■ Material / Finish : A1100P (t=1.5mm) / Silver anodized

Product no. / Dimensions
Product no. Material Finish Pack of

MT4-8T (Bind tapping M4-8) Steel Trivalent chromate 20

■ Self-tapping screws for board mounting on bosses inside WG and WGV series enclosures.

WGP series MOUNTING PLATE for WG • WGV
Accessories (Optional parts)

MT4-8T PCB MOUNTING SCREW

WGP dimensions
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■ DXF/DWG/PDF/STP drawings available on our website.

5.7

W

D

Product no. / Dimensions ■ Stainless steel mounting screws included.

Product no. W D Suitable models Material / Finish Pack of

WGF-10  82 50 WG • WGV10-15-□ (W direction)
Stainless steel t=1.5mm

/ Barrel finish

2

WGF-15 132 50
WG • WGV10-15-□ (D direction) WG • WGV15-21-□ (W direction)
WG • WGV15-16-□ (W • D direction)

2

■ Pole mount bracket made from weather resistant ASA material. 
■ Hole milling is not required when installing the mount bracket, thus allowing the enclosure to 

maintain its IP rating. 
■ WG • WGV10-15-□ and 15-16-□ can be installed in both the W or D direction. 
■ Pole mount is possible with the use of SNB or PKB series mounting belt. (See page 323 ~ 324)

42

42

14

Product no. / Dimensions
Product no. Suitable models Material / Color Weight (g) Pack of

WGMB-1W
WG • WGV10-15-□ WG • WGV15-16-□- (1 pc required)

ASA UL94-HB / Off-white 9 1
WG • WGV15-21-□- (2 pcs required)

Installation example
Installation (1 pc) Installation (2 pcs)

■ DXF/DWG/PDF/STP drawings available on our website.

WGF series WALL MOUNTING BRACKET for WG • WGV
Accessories (Optional parts)

WGMB series POLE MOUNTING BRACKET for WG • WGV

WGF dimensions

WGMB dimensions
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■ Pole mount bracket made from weather resistant ASA material.
■ Pole mounting belt can be installed either W or D direction.
■ Pole mount is possible with the use of PKB series mounting belt. (See page 324)
■ Hole milling is not required when installing the mount bracket, thus allowing the enclosure to maintain its protection class.

*Stainless steel screw belt SNB series is not usable on WPMB-M4-2 series. Color

White gray

72

w 92

D
 9

2

12

13

Product no. / Dimensions
Product no. Suitable models Recommended torque (N • m) Weight (g) Pack of

WPMB-M4-2G WG • WGV15-21-6, WG • WGV15-21-9 0.45 ~ 0.5 24 1

■ Recommended torque listed is for reference only; actual may differ. Assemble after testing torque.

Installation example

Vertical mounting

Horizontal mounting

■ DXF/DWG/PDF/STP drawings available on our website.

WPMB-M4-2 POLE MOUNTING BRACKET
Accessories (Optional parts)

WPMB-M4-2 dimensions
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■ Integrated junction box consisting of cable glands and a terminal block.
■ Suitable for industrial facilities, power cable joints, relay between motors and/or sensors.
■ IP65 protection class with high oil resistant PBT material.
■ 3, 4, and 6 pole types are available.
■ Φ5.0 and Φ7.4 rubber cable bushes (2 pcs each) are included.

Components
No. Part name Pcs Material Color / Finish

1 Cover 1 PBT UL94V-0 Light gray

2 Base 1 PBT UL94V-0 Light gray

3 Cable cap 2 PBT UL94V-0 Light gray

4 Rubber bush 2 pairs EPDM Black

5 Gasket 1 Polyurethane Black

6 Conductive plate 3~6 Brass Nickel plated

7 Terminal screw 3~6 Steel M3 Nickel plated

8 Cover screw 4 Stainless steel M3 Unfinished

Terminal Block Specification
Rated voltage 250V

Rated current 15A

Applicable wire 1.25mm2

Standard tightening torque 0.5N • m

Applicable crimp terminal
R1.25-3

M
A

X
 5

.7

MAX 2.85 MIN 4.5

Φ3.2

TMC series TERMINAL JUNCTION BOX

Technical Data

Protection class: IP65
Operating temperature: -20°C ~ +75°C
Recommended torque : 0.5N • m 

Accessories (Optional parts)

Shorting Bar SBR series
See website

Rubber Bush RB series
See website

1

2

8

5

7
6

3

4

EN 329-344.indd   331 22/07/19   16:27

タカチ総合カタログ２０２２ー２４（英文版）　179　裏　2022年 7月 22日 金曜日　0:18:08 PM　Cyanタカチ総合カタログ２０２２ー２４（英文版）　179　裏　2022年 7月 22日 金曜日　0:18:08 PM　Magentaタカチ総合カタログ２０２２ー２４（英文版）　179　裏　2022年 7月 22日 金曜日　0:18:08 PM　Yellowタカチ総合カタログ２０２２ー２４（英文版）　179　裏　2022年 7月 22日 金曜日　0:18:08 PM　Black



332

Product no. / Dimensions
Product no.

L W H Number of poles Weight (g)
 Light gray

TMC-3PG 65 33 24 3P 52

TMC-4PG 60 40 24 4P 58

TMC-6PG 70 50 24 6P 73
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Mounting hole distance

TMC-3PG

TMC-4PG

TMC-6PG

Inner diameter of rubber bush Cable range

Φ5.0 Φ4 ~ Φ5

Φ7.4 Φ6 ~ Φ7

Inner diameter of rubber bush Cable range

Φ5.0 Φ4 ~ Φ5

Φ7.4 Φ6 ~ Φ7

Inner diameter of rubber bush Cable range

Φ5.0 Φ4 ~ Φ5

Φ7.4 Φ6 ~ Φ7

TMC dimensions ■ DXF/DWG/PDF drawings available on our website.
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TMB-1

Components
No. Part name Pcs Material Color / Finish

1 1 Light gray

2 Body 1 Light gray

3 1 Polyurethane

4

5

- Steel

6 4

※

Knock-out

"A" Point

Applicable crimp terminal
R1.25-3.5

Φ3.7

M
A

X
 6

.8

MIN 5MAX 3.4

Rated voltage

Rated current

Standard tightening torque

TMB SERIES TERMINAL JUNCTION BOX

Accessories (Optional parts)

Cable gland

136254

Technical Data



TMB-2

Product no. / Dimensions
Product no. L W H Number of poles Weight (g)
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TMB dimensions  



TMB-3
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TMA-1

Components
No. Part name Pcs Material Color / Finish

1 1

2 Body 1

3 1 Polyurethane

4

5 Steel

6 1 Light gray

7 Steel

8 4

Applicable crimp terminal
R1.25-3.5

Φ3.7

M
A

X
 6

.8

MIN 5MAX 3.4

Rated voltage

Rated current

Standard tightening torque

TMA SERIES DIECAST ALUMINIUM TERMINAL JUNCTION BOX

7

1

6

8

2
4
5

3

Accessories (Optional parts)

Cable gland

Technical Data



TMA-2

Product no. / Dimensions
Product no. L W H Number of poles Weight (g)

 6P

 9P

Mounting hole
(Pan head M4 screw)
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TMA dimensions  



TMA-3
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φ11

φ9

φ13
Product no. / Feature

Product no. Material Color Cable range Pack of

R R   

RB-9 RUBBER BUSH

H

b

W ac
t

Sealing 
material

Washer

A

A

A A Optional parts

SZ waterproof washer
Screw

Waterproof box

Waterproof washer for screwing onto waterproof boxes

R sealing material has s perior oil resistance  mo els onl  

Silicone sealing material has wi er operating temperat re with s perior 
temperat re an  water resistance S mo els onl

Shape of the sealing material 
ar  b  pro ct

Product no. / Dimensions
Product no. W H a b c t Washer material Sealing material Color Screw size Pack of

SZ   7 7   1 S S R lac  1

SZ  S  7 7   1 S S Silicone rown  1

SZ    1  1 S S R lac M 4 1

SZ  4S   4 1  4 1 S S 4 Silicone rown M 4 1

SZ    7  1 S S 4 R lac M 1

SZ  S   7  1 S S 4 Silicone rown M 1

SZ  11 4   1 S S 4 R lac M 6 1

SZ  6S 11 4  6  6 1 S S 4 Silicone rown M 6 1

SZ  1   1 S S 4 R lac M 1

SZ  S 1   1 S S 4 Silicone rown M 1

SZ 1 1 1 4 1 1 S S 4 R lac M1 1

SZ 1 S 1 1 4 1 1 S S 4 Silicone rown M1 1

SZ 1 4 6 1 14 4 1 1 S S 4 R lac M1 1

SZ 1 S 4 6 1 14 4 1 1 S S 4 Silicone rown M1 1

SZ 16 6 1 4 16 1 S S 4 R lac M16 1

SZ 16S 6 1 4 16 1 S S 4 Silicone rown M16 1

SZ SERIES WATERPROOF WASHER

Accessories (Optional parts)

Technical Data

Water press re resistance
 M   M1   g cm  min
 M1   M16  1 g cm  min



SBR-1
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Suitable Box Chart
Product no. Number of poles Pole distance Suitable box

Product no. / Feature
Product no. Number of poles Material Finish PVC coating Pack of

 1

 1

 1

 1

SBR SERIES SHORTING BAR

Accessories (Optional parts)



SPCP・SPCM SERIES APPLICATION EXAMPLE
IP67 POLYCARBONATE BOX

Made from polycarbonate material, the SPCP・SPCM series features not only high durability, 
but also comes with IP67 protection.
Suitable to be used in a wide range of applications, such as FA/control, measurement 
equipment, network communication and so on.

INDUSTRIAL MOTOR JUNCTION BOX AUTOMATIC DOOR OPEN/CLOSE SWITCH

PARTS FEEDER COUNTERDIGITAL DIFFERENTIAL MANOMETER
Product by KRONE CORPORATION (Japan)

FA POWER/SENSOR JUNCTION BOX

SPCM・SPCP-1



FA用 電力/センサー中継ボックス

METEOROLOGICAL MONITOR

Product by SEC (Japan)

REMOTE GREENHOUSE MONITORING SYSTEM

Product by SERAKU (Japan)

Exchange center

※Data processing software available separately.

RS232C
（Modem）

RS232C
（Modem）

（DC12V）

MRD-145

Water
gauge

Control room

Control unit

Control room

Control unit

Sensor unitSensor unit

Public phone line

Public phone line

Dam leakageDam leakage

FactoryFactory

Dam inletDam inlet

Dam outletDam outlet

Sewage plantSewage plant Treated waterTreated water

Treated waterTreated water

Raw waterRaw water

Raw waterRaw water

Power

WATER LEVEL METER
Product by HOKUTO RIKEN (Japan)

FIELD DATA LOGGER
Product by M.C.S (Japan)

SENSOR NETWORK MONITOR
Product by KYOSAITECHNOS (Japan)

DIGITAL ANEMOMETER
Product by North One (Japan)

MONITORING CAMERA
Product by ACE PROMOTION (Japan)

SPCM・SPCP-2



SPCP-1

Components
No. Part name Pcs Material Color / Finish

1 Cover 1

2 Body 1 White gray

3 1 Polyurethane

4 4 Polyamide White gray

5 4 Steel

21

3

4

5

SPCP SERIES IP67 POLYCARBONATE BOX

Technical Data

IP67



SPCP-2

Product no. / Dimensions
Product no. Dimensions (External) Dimensions (Internal)

Weight
(g)

G type T type
W D H w d hCover Body Cover Body

● White gray ○ Transparent ● White gray
 91

 91

 91 161

 91

 66

 66

 91

 91

 91

 91

141

141

141

141

114

141

164

164

Accessories (Optional parts)

W
D

H

w
d

h

Cable gland

SPCP dimensions



SPCM-1

Components
No. Part name Pcs Material Color / Finish

1 Cover 1 o r o e e r r re

2 Body 1 er ed o y r o e White gray

3 a et 1 Polyurethane Bla

4 Cover re 4 Polyamide White gray

5 a ing re  or mounting late 4 Steel ni hrome lated

⇐

"A" point

ough oly ar onate material or u erior im a t re i tan e

vaila le in 1 di erent i e  ith  di erent over ty e  hite gray and 
tran arent

olded ith metri  no out  or ea y removal or a le entry

Suita le to e u ed a  terminal un tion o  ontrol o  ommuni ation 
unit and o on

ounta le on all  y u ing the over hole  or a tening

SPCM SERIES IP67 POLYCARBONATE BOX with METRIC KNOCK-OUTS

1 34 2

5

Technical Data

Prote tion la  IP67
erating tem erature  C  7 C

Re ommended tor ue  1   m  1   m



SPCM-2

Product no. / Dimensions
Product no. Dimensions (External) Dimensions (Internal)

Weight
(g)

G type T type

W D H w d hCover Body Cover Body

● White gray ○ Transparent ● White gray

SPC 1 6 SPC 1 6  7 1  6  6  91  4 1 9

SPC 1 SPC 1  7 1  7  6  91  6

SPC 1 1 SPC 1 1  7 1 1  6  9  7

SPC 1 1 SPC 1 1  7 1 1  64  9 11 99

SPC 1 1 6 SPC 1 1 6 1 1  6  9  66  4 164

SPC 1 1 6 SPC 1 1 6 1 1  6 11  91  4 4

SPC 1 1 SPC 1 1 1 1  7 11  91  6 9

SPC 1 1 1 SPC 1 1 1 1 1 1 11  9  66

SPC 1 1 1 SPC 1 1 1 1 1 1 114  9 11 4 1

SPC 1 1 6 SPC 1 1 6 1 17  6 11 141  4 94

SPC 1 1 SPC 1 1 1 17  7 11 141  6 7

SPC 1 1 1 SPC 1 1 1 1 17 1 11 14  4

SPC 1 1 1 SPC 1 1 1 1 17 1 11 14 11 19

SPC 1 1 1 SPC 1 1 1 1 17 1 114 1 9 1

SPC 1 1 SPC 1 1 17 17  7 16 141  6 46

SPC 1 1 1 SPC 1 1 1 17 17 1 16 14  69

SPC 1 1 1 SPC 1 1 1 17 17 1 164 14 11 6 9

SPC 1 1 1 SPC 1 1 1 17 17 1 164 1 9 1 7

SPC 1 SPC 1 17  7 16 16  6 6

SPC 1 1 SPC 1 1 17 1 16 1  74

SPC 1 1 SPC 1 1 17 1 164 14 1 946

W
D

H

w
d

h

※ etri  no out  are on all 4 ide

  Drawing  elow are re eren e e am le  only  
D DW PD  drawing  availa le on our we iteSPCM dimensions

Accessories (Optional parts)

utdoor roo  SR erie
See age SPC   SPCP CC

erminal lo  to er R erie
See age DI CC

Pole mounting ra et  elt SS  P B erie
See age SS 1  SS 4

Prote tive vent P  erie
See P  age

DI Rail DR erie
See age DR 1  DR

erminal lo   erminal over S B  S C erie
See age S B  S C 1  S B  S C 4

ounting ra et S 1
See age SPC   SPCP CC 1

ounting late S P erie
See age SPC   SPCP CC 1

Cable gland
See able gland age
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Product no. / Dimensions
Product no. P (Number of poles) A B

STB814- 3P  3  47.4  27.4  75 125

STB814- 4P  4  55.7  35.7 100 100

STB814- 6P  6  72.3  52.3 175 175

STB814- 7P  7  80.6  60.6 100 100

STB814- 8P  8  88.9  68.9  75 125  125 125

STB814- 9P  9  97.2  77.2 125 125  125 175  175 250

STB814-10P 10 105.5  85.5 125 175  175 250

STB815- 2P  2  52.2  26.2  75 125

STB815- 3P  3  63.8  37.8 100 100

STB815- 4P  4  75.4  49.4 125 125

STB815- 6P  6  98.6  72.6 125 125  125 175  175 250

STB815-10P 10 145 119 175 175  175 250

Terminal bloc or SPCM  SPCP erie .

4.
2

814-4P 6P 7P 8P Mounting hole
5.78.558.3

128.
5

12
.2

5

12
.2

5

B

8.
25

24
.5

7.
75

26

168

6.81.5 2
24.5

26
8.

5
3

A+1
1

+0.8
0.8

2-5.7  4.2

A

B

10.75

1511

4.
5

16
.5

815-2P 3P 4P Mounting hole

31
21

.2
9

11.6

10
.2

5
10

.2
5

33

7.25

16
.5

33

31
10

4.
5

9.62 2.5

+1
1

+0.8
0.8

2-7  4.5

STB-815

STB-814

Speci cation
1. Electrical Rating 300  30A
2. In ulation Re i tance DC500  1000M
3. With tand oltage AC2500  (Te ted or 1 min.)
4. Operating Temp. Range -25 C  +80 C
5. Storage Temp. Range -25 C  +80 C

Components
No. Part name Pcs Material Color / Finish

1 Ba e 1 PBT (U 94 -0) Blac

2 Terminal 1 Bra Nic el plated

3 Terminal crew 2  P Steel Nic el plated

Mounting crew 4 Steel Trivalent chromate

(FW2)

132

132

STB SERIES TERMINAL BLOCK

Speci cation
1. Electrical Rating 300  30A
 (600  30A JIS IEC compliant)
2. In ulation Re i tance DC500  1000M
3. With tand oltage AC2500  (Te ted or 1 min.)
4. Operating Temp. Range  -25 C  +80 C
5. Storage Temp. Range -25 C  +80 C



-2

L

13.6

12

1.
0

31.6

1.
3

4
2.

1

L

3.
1

23.6

Product no. / Dimensions
Product no. P (Number of poles) L Compatible terminal

STC814- 3P  3  22.4 STB814- 3P

STC814- 4P  4  30.7 STB814- 4P

STC814- 6P  6  47.3 STB814- 6P

STC814- 7P  7  55.6 STB814- 7P

STC814- 8P  8  63.9 STB814- 8P

STC814- 9P  9  72.2 STB814- 9P

STC814-10P 10  80.5 STB814-10P

STC815- 2P  2  20.2 STB815- 2P

STC815- 3P  3  31.8 STB815- 3P

STC815- 4P  4  43.4 STB815- 4P

STC815- 6P  6  66.6 STB815- 6P

STC815-10P 10 113.0 STB815-10P

Terminal cover or STB terminal bloc .

U e or protecting terminal .

STC814

STC815

STC SERIES TERMINAL COVER

Material  Color  Polycarbonate t 0.8mm  Tran parent



-3

STB TERMINAL BLOCK MOUNTING POSITION
Terminal  can be in talled in the area with dotted line .

Suitable bo   SPCM SPCP 081305  081306  081308  081310  081313

814 3P 814 8P 815 2P

Suitable bo   SPCM SPCP 101006

814 4P 814 7P 815 3P

Suitable bo   SPCM SPCP 131305  131306  131308  131310  131313

814 8P

Suitable bo   SPCM SPCP 131805  131806  131808  131810  131813  131815

814 9P

814 9P

814 10P

815 4P

815 6P

815 6P

12
5

75

100

10
0

12
5

125

17
5

125

Drawing  below are re erence e ample  only. 
D DW PD  drawing  available on our web ite.
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25
0

175

25
0

175

Suitable bo   SPCM SPCP 181808  181810  181813  181815

814 6P 814 10P

Suitable bo   SPCM SPCP 182508  182510  182515

814 9P 814 10P 814 10P

815 6P 815 10P

815 10P

17
5

175

STB TERMINAL BLOCK MOUNTING POSITION
Terminal  can be in talled in the area with dotted line .

Drawing  below are re erence e ample  only. 
D DW PD  drawing  available on our web ite.



-ACC-1

4

7 315

3.3

5.4

15 30

15
.5 8

2

Product no. / Feature
Product no. Material Screw Pcs

S 1 Polycarbonate M4 Tapping 4

SFL-1 PLASTIC MOUNTING BRACKET

SFL-1

Product no. / Feature
Product no. Material Screw Pcs

SMS4 8 (M4 8 Pan head tapping) Steel Trivalent chromate 4

SMS4-8 MOUNTING SCREW

SMP SERIES ALUMINIUM MOUNTING PLATE

SMP

Mounting crew or PCB mounting on SPCP  SPCM erie .
※1 et included with each SPCP  SPCM enclo ure.

SMS4-8 D

W

Product no. / Dimensions
Product no. Suitable box W D Weight (g)

SMP0813 SPCM  SPCP0813  48  98  18

SMP1010 SPCM  SPCP1010  78  78  24

SMP1313 SPCM  SPCP1313  98  98  40.5

SMP1318 SPCM  SPCP1318  98 148  61

SMP1818 SPCM  SPCP1818 148 148  93

SMP1825 SPCM  SPCP1825 148 223 140.5

Cu tomi ation ervice  (clinching tando  hole milling  and other ) available.
See web ite or more detail .

SMP dimensions Drawing  below are re erence e ample  only. 
D DW PD  drawing  available on our web ite.

Accessories (Optional parts)



-ACC-2

Accessories (Optional parts)

b

a

W

c

15

30

7.
5

5M4

3

D

Roo  and pacer attachment  are ea ily attached onto the enclo ure
u ing e i ting cover a tening hole .

Recommended or outdoor environment or protection again t rain
etc.

Product no. / Dimensions
Product no. W D a b c Suitable box

SR0808 100  90  50  60  90 SPCM  SPCP 081308

SR0810 100 115  50  60  90 SPCM  SPCP 081310

SR0813 100 140  50  60  90 SPCM  SPCP 081313

SR1308 150  90  90 110 140 SPCM  SPCP 131308   131808

SR1310 150 115  90 110 140 SPCM  SPCP 131310   131810

SR1313 150 140  90 110 140 SPCM  SPCP 131313   131813

SR1315 150 165  90 110 140 SPCM  SPCP 131815

SR1808 200  90 140 160 190 SPCM  SPCP 181808   182508

SR1810 200 115 140 160 190 SPCM  SPCP 181810   182510

SR1813 200 140 140 160 190 SPCM  SPCP 181813

SR1815 200 165 140 160 190 SPCM  SPCP 181815   182515

Components
No. Part name Pcs Material Color / Finish

1 Roo 1 Aluminium A1050P t  3.0mm ight gray  Painted

2 Spacer 1 Aluminium A1050P t  3.0mm ight gray  Painted

- Screw 4 Stainle teel Un ini hed

- O-ring 4 NBR Blac

SR SERIES

b

c

W

a

10 15

7.
5

5M4
3

Roo

Spacer

1

2



BCAS-1

Components
No. Part name Pcs Material Color / Finish

1 1 ABS UL94HB White gray

2 Body 1 ABS UL94HB White gray

3 1 Polyurethane

4 4

5 Steel

APPLICATION EXAMPLE

BCAS SERIES IP65 PLASTIC PULL BOX

12

5

3

4

Product by Midori Engineering Laboratory (Japan)

Technical Data



BCAS-2

Product no. / Dimensions

Product no.
Dimensions (External) Dimensions (Internal)

Weight (g)
W D H w d h

BCAS050604G  50  65  45  42.5  40  33  69

BCAS050605G  50  65  55  42.5  40  43  76

BCAS060905G  65  95  55  54.5  58  41.5 124

BCAS071005G  75 105  55  65  68  41.3 148

BCAS080806G  80  80  60  69.5  43  46.4 133

BCAS081104G  80 110  45  70  73  31.6 138

BCAS081107G  80 110  70  68.5  73  56.7 165

BCAS081108G  80 110  85  68  74  71.4 191

BCAS081110G  80 110 100  68  74  86.2 227

BCAS081307G  80.5 130  70  69.5  93  56.5 188

BCAS081308G  80 130  85  68.5  93  71.5 222

BCAS081807G  80 180  70  69.5 142.5  57 233

BCAS081808G  80 180  85  69.5 142.5  71.5 275

BCAS082507G  80 250  70  69 212.5  56.5 294

BCAS082508G  80 250  85  69 212.5  71.5 348

BCAS101007G 101.5 101.5  75  89.7  61.3  61.5 212

BCAS101010G 101.5 101.5 100  88.7  60.3  86.5 253

BCAS101807G 100 185  70  88 146.5  56.7 298

BCAS102007G 100 200  70  90.5 163.5  56.5 282

BCAS102307G 100 230  70  90.5 193.5  56.4 336

BCAS121207G 125 125  75 112  86.5  61.5 252

BCAS121210G 125 125 100 113  86.5  86.5 311

BCAS141709G 143 173  95 132 133  81.3 416

BCAS142309G 140 230  95 127 191  81.5 485

BCAS151507G 150 150  75 138.5 112  61.6 322

BCAS151510G 150 150 100 137.5 112  86.6 398

BCAS152004G 150 200  45.5 140.4 162.2  32.5 335

BCAS152007G 150 200  75.5 138.4 162  61.9 423

BCAS152010G 150 200 100.5 138 161.5  86.9 473

BCAS152013G 150 200 130.5 137 160 117.5 582

BCAS152016G 150 200 160 137 160 146.8 631

BCAS152510G 150 250 100 138.5 213  86.1 565

BCAS152513G 150 250 130 138.5 213 116.4 687

BCAS161607G 160 160  70 148 121.5  56.5 334

BCAS202010G 201 201 100 188 163  85.7 604

BCAS202013G 201 201 130 188 161 116.5 685

BCAS202016G 201 201 160 187 162.5 146 801

BCAS202019G 201 201 190 187 162.5 176.3 907.5

BCAS212310G 210 230 100.3 197.8 193.2  87.1 644.5

◎ : Guide markings for installation of optional latch/hinge parts.

BCAS dimensions ■ Drawings below are reference examples only. 
DXF/DWG/PDF drawings available on our website.

D

H

d

W

w

h

Accessories (Optional parts)

Mounting plate BMP series
See page BCAS-3 ~ BCAS-4

Latch•HingeBCL55•BCH55
SeepageBCAS•BCAL-ACC-1

Spare cover screw CB series
SeepageBCAS•BCAL-ACC-3

Cable gland
See cable gland pages

Mounting bracket CK series
SeepageBCAS•BCAL-ACC-2



BCAS-3

bD

2- 6W

1.
6

1.
6

D b

W

a 4- 6

Components
Part name Material Color / Finish

Zinc coated

BMP-Z SERIES STEEL MOUNTING PLATE

Product no. / Dimensions
Product no. W D a b Suitable box Weight (g)

 41

 41

 67  67  47

 99

 69 169

 69

177

 77 177

114 114

BMP1417Z

BMP1616Z

176

176 176

447

Accessories (Optional parts)

 



BCAS-4

Components
Part name Material Color / Finish

ABS White gray

Product no. / Dimensions
Product no. W D a b  Thickness Suitable box Weight (g)

 99

 164

BMP1417P  69

BMP1616P  66

179

c

D b

W

a

c

BMP1515P 
only

c

D bb

W

D

11
.8

6

W 50

a

bD

W

BMP1520P only

BMP-P SERIES PLASTIC MOUNTING PLATE

Accessories (Optional parts)

 



FDR-2

SPCM • SPCP series
Product no. Matching DIN-Rail

SPCM
SPCP

081304 FDR -  50/100

081305 50/100

081306 50/100

081308 50/100

081310 50/100

081313 50/100

101004 80

101006 80

131304 100

131305 100

131306 100

131308 100

131310 100

131313 100

131804 100/150

131805 100/150

131806 100/150

131808 100/150

131810 100/150

131813 100/150

131815 100/150

181808 150

181810 150

181813 150

181815 150

182508 150/223

182510 150/223

182515 150/223

BC  series
Product no. Matching DIN-Rail

BCAP
BCPC
BCPK
BCAR
BCPR

091207  FDR - 80

091208  80

101507 110

101508 110

112107 170

112110 170

112607 223

112610 223

131508 120

131808 150

131810 150

151509 120

151512 120

162110 170

162113 170

162610 223

162613 223

172211 170

172711 223

Matching DIN-Rail Chart

BCAS series
Product no. Matching DIN-Rail

BCAS

071005  FDR - 92

080806 66

081104  92

081107  92

081108  92

081110  92

081307 110

081308 110

081807 168

081808 168

082507 235

082508 235

101007 77

101010 77

101807 150

102007 170

102307 202

121207  80

121210  80

141709 146

142309 205

151507 120

151510 120

152004 170

152007 170

152010 170

152013 170

152016 170

152510 226

152513 226

161607 137

Accessories (Optional parts)

DIN-Rail stopper bracket TKR series
See page DIN-ACC-2

DIN-Rail mounting feet CKD series
See page DIN-ACC-2

DIN-Rail mounting base DRA series
See page DIN-ACC-1

DIN-Rail mounting base DRT series
See page DIN-ACC-1

Accessories (Optional parts)

BDN series
Product no. Matching DIN-Rail

BDN

 6-  8- 5  FDR - 50

 7-10- 4  

 9-  9- 6 80

 9-13- 5 120

128

11-16- 6 150

12-22- 8 205

16-26- 9 242

-

 FDR -

10-14- 7



BCAL-1

Components
No. Part name Pcs Material Color / Finish

1 1

2 Body 1 ABS UL94HB White gray

3 1 Polyurethane

4

5 4 Steel

◎

BCAL SERIES IP65 PLASTIC BOX

2

3

1

5 4

Technical Data



BCAL-2

Product no. / Dimensions
Product no. Dimensions (External) Dimensions (Internal)

Weight (g)
G type T type

W D H w d hTop cover Body Top cover Body

● White gray ○ Transparent ● White gray

167

166

164

167 111

Cable gland

Accessories (Optional parts)

BCAL dimensions  

W
w d

hH

D

APPLICATION EXAMPLE

Product by Akasakatec Inc. (Japan)



BCAL-3

t

4-c

D b

W

a

Product no. / Dimensions
Product no. W D a b t Suitable box Weight (g)

BMP1919P 4

4

4

1.
6

D b

W

a 4- 8

8- 8 W
a

70D
b

b
1.

6

Additional holes for reinforcement.
Use MT5-8T screws 

Product no. / Dimensions
Product no. W D a b Suitable box Weight (g)

BMP1919Z

BMP-Z SERIES STEEL MOUNTING PLATE

BMP-P SERIES PLASTIC MOUNTING PLATE

Accessories (Optional parts)



-ACC-1

Components
Part name Pcs Material Color / Finish

Hinge 1

Product no. / Suitable box
Product no. Suitable box Included screw

4.5 33

16

4.5

3525

25

16

32 47

Components
Part name Pcs Material Color / Finish

Latch 1

1

4.5

4
16

16
30

4.4

5

42
16

16

◎

Product no. / Suitable box
Product no. Suitable box Included screw

◎

BCH SERIES

BCL SERIES

Accessories (Optional parts)



-ACC-2

Product no. / Suitable box
Product no. Material Finish Suitable box Included screw Pack of

4

4

4

6

12

4.2

4

34

6

5
7

6

15

7

2
17

2

4.
5

11
9

41

1218

6.5

20
2

19

99

2

Components
Part name Material Color

ABS White gray

Product no. / Suitable box
Product no. Suitable box Pack of

1

1

Product no. / Feature
Product no. Material Finish Pack of

4

 

BCM SERIES

CK SERIES STAINLESS STEEL MOUNT BRACKET

MT4-10 MOUNTING SCREW

7.5

15

5.5

5

43

7.5

5
10

8.
5

20

8

2
21

2

Accessories (Optional parts)



-ACC-3

Product no. / Feature / Suitable box
Product no. Material Color Suitable box Pack of

White gray 1

White gray 1

66

4850
.8

45
.8

Product no. / Feature
Product no. Material Finish Pack of

Steel

Steel

Product no. / Feature / Suitable box
Product no. Material Color Pack of

White gray 1

White gray 1

White gray 1
67

36

51
.5

Product no. Suitable box

Sui tab le  box  char t
Product no. Suitable box Tightening torque

MT SERIES PCB MOUNTING SCREW

CB SERIES SPARE COVER SCREW for BCAS

CB SERIES SPARE COVER SCREW for BCAL

Accessories (Optional parts)



SSK-1

16
.2

SSK-P100  120

20

1.
2

3

28

5.
54-R2

2-c hole

W
a
b

SSK-280 ~ 350

2-hole

9.
5

22

19

10
31

.5

2
2.

5

130

W
a
b

60

R3
0

SSK-400

2-hole

2.
5

2.
5

200

60

374

17
.5 39

.5

354.5
305.5

R3
0

2-M6

35

15
32

SSK-160 ~ 250

2-hole

20

W

2.
5

29
.5

a
b

60

R3
0

16
.2

SSK-P50  60  75  80

20

W
a
b

4-R1

2-c hole

1.
2

3

28

5.
5

2-R2.754-R2

484

SSK-530

7

130
200 17

.5
39

.5

35

15
32

2-M6

2.
5

2.
5

462
380

60

R3
0

4-7×9 hole

Stainless steel pole mounting brac et or SPCM  SPCP and BCAL  BCAS series.

Easy pole mount with the use o  SSK-B mounting screw and PKB mounting belt.

D DW PD  drawings available on our website.

SSK-P models includes plastic mounting brac ets.

SSK dimensions

SSK SERIES POLE MOUNTING BRACKET

2 1 2 1

1 1

1

1

PKB series

Accessories (Optional parts)



SSK-2

Components
No. Part name Pcs Material Color / Finish

1 Brac et 2 Stainless steel SUS304 Barrel inish

2 Plastic brac et (SSK-P models only) 2 ASA UL94HB White gray

Screws included with SSK brac ets are or BCAP  BCAR  BCPK  BCPR series use only. or other series  please utili e SSK-B screw set.

Mounting screw set or use with SSK pole mounting brac et.

See chart on page SSK-3 or appropriate brac et screw bo  combination.

Material inish  Stainless steel  Un nished.

SSK-B SERIES MOUNTING SCREW SET for SSK

Installation E ample

BCAS050604, 050605 Pan head screw into insert nut

SSK-B5-10Use screws included with SSK-P

M4 / M5 Pan head with nut fastening

SSK-B4-15N SSK-B4-25N 

�������

Product no. / Dimensions
Product no. W a b c Suitable mounting belt Pack of

SSK-P50  50  44.5  37.5 5.5× 9 PKB-10PM, 10P  PKB-10S 2

SSK-P60  60  54.5  47.5 5.5× 9 PKB-10PM, 10P  PKB-10S 2

SSK-P75  75  69.5  55.5 5.5×12.5 PKB-10PM, 10P  PKB-10S 2

SSK-P80  80  74.5  64.5 5.5×10.5 PKB-10PM, 10P  PKB-10S 2

SSK-P100 100  88.1  76.5 5.5×11.3 PKB-10PM, 10P  PKB-10S 2

SSK-P120 120 106.5  88.5 5.5×14.5 PKB-10PM, 10P  PKB-10S 2

SSK-160 142 129.5 106.5 PKB-10PM, 10P  PKB-10S 2

SSK-170 152 142.3 101 PKB-10PM, 10P  PKB-10S 2

SSK-200 174 161.5 112.5 PKB-10PM, 10P  PKB-10S 2

SSK-210 192 180.5 131.5 PKB-10PM, 10P  PKB-10S 2

SSK-250 230 215.5 166.5 PKB-10PM, 10P  PKB-10S 2

SSK-280 260 244.5 195.5 PKB-10PM, 10P  PKB-10S 2

SSK-300 280 264.5 215.5 PKB-10PM, 10P  PKB-10S 2

SSK-350 324 302.5 253.5 PKB-10PM, 10P  PKB-10S 2

SSK-400 374 354.5 305.5 PKB-20S 2

SSK-530 484 462 380 7×9 PKB-20S 2

Product no. / Dimensions
Product no. Included screws Suitable box Pcs

SSK-B4-15N M4-15 Pan head with nut BCAS060905 ~ 212310 4

SSK-B4-25N M4-25 Pan head with nut SPCP  SPCM series 4

SSK-B5-10 M5-10 Pan head BCAL series 4

Accessories (Optional parts)



SSK-3

POLE MOUNTING BRACKET / SCREW SET MATCHING CHART

Box Product no.
SSK Product no.

Screw set Product no.
Vertical mount Horizontal mount

SPCP
SPCM

081304, 081305
081306, 081308
081310, 081313

SSK-P75 SSK-160 SSK-B4-25N

101004, 101006 SSK-P100 SSK-P100 SSK-B4-25N
131304, 131305
131306, 131308
131310, 131313

SSK-160 SSK-160 SSK-B4-25N

131804, 131805
131806, 131808
131810, 131813, 131815

SSK-160 SSK-200 SSK-B4-25N

181808, 181810
181813, 181815 SSK-200 SSK-200 SSK-B4-25N

182508, 182510, 182515 SSK-200 SSK-280 SSK-B4-25N

BCAS series

Box Product no.
SSK Product no.

Screw set Product no.
Vertical mount Horizontal mount

BCAS

050604, 050605 SSK-P50 SSK-P60 Use screws included
with SSK brac et

060905 SSK-P60 SSK-P100 SSK-B4-15N

071005 ※ SSK-P75 SSK-P100 SSK-B4-15N

080806 SSK-P75 SSK-P75 SSK-B4-15N
081104, 081107
081108, 081110 SSK-P75 SSK-P120 SSK-B4-15N

081307, 081308 SSK-P75 SSK-160 SSK-B4-15N

081807, 081808 SSK-P75 SSK-210 SSK-B4-15N

082507, 082508 SSK-P75 SSK-280 SSK-B4-15N

101007, 101010 SSK-P100 SSK-P100 SSK-B4-15N

101807 SSK-P100 SSK-210 SSK-B4-15N

102007 SSK-P100 SSK-250 SSK-B4-15N

102307 SSK-P100 SSK-250 SSK-B4-15N

121207, 121210 SSK-P120 SSK-200 SSK-B4-15N

141709 SSK-160 SSK-200 SSK-B4-15N

142309 SSK-160 SSK-250 SSK-B4-15N

151507, 151510 SSK-170 SSK-170 SSK-B4-15N
152004, 152007
152020, 152013, 152016 SSK-170 SSK-250 SSK-B4-15N

152510, 152513 SSK-170 SSK-280 SSK-B4-15N

161607 SSK-170 SSK-170 SSK-B4-15N
202010, 202013
202016, 202019 SSK-250 SSK-250 SSK-B4-15N

212310 SSK-250 SSK-250 SSK-B4-15N

※Use screws included with SSK brac et for vertical mount

BCAL series

Box Product no.
SSK Product no.

Screw set Product no.
Vertical mount Horizontal mount

BCAL

191913 ※ SSK-P120 SSK-200 SSK-B5-10

192813, 192818 SSK-200 SSK-250 SSK-B5-10

193813, 193818 SSK-200 SSK-350 SSK-B5-10

282813 SSK-250 SSK-280 SSK-B5-10

283413 SSK-280 SSK-280 SSK-B5-10

283813, 283818 SSK-280 SSK-350 SSK-B5-10

285613 SSK-280 SSK-530 SSK-B5-10

385618 SSK-400 SSK-530 SSK-B5-10

※Use screws included with SSK brac et for vertical mount

Select SSK bracket depending on mounting type (Vertical or Horizontal).

Vertical mount
(Longer vertical side)

Horizontal mount
(Longer hori ontal side)

Longer side

Pole Pole

Longer side

SR series ( or SPCM  SPCP - see page SPCP  SPCM-ACC-2)

Installation using SSK-B4-25SN screw set

Upper part

Lower part

Roof

Accessories (Optional parts)



SSK-4

PKB 10PM, 10P PKB 10S, 20S

PKB SERIES POLE MOUNTING BELT

New shorter belt type PKB-10PM is available for 25 to 60mm poles. 
Other belt types are for 60 to 400mm poles.

Designed for one time use only (not reusable).

Strong stainless steel clamping type and easy installation plastic type are available.

Use SSK  WPMB mounting brac et for installation onto a pole.

H

D

Stopper

W

Belt length

b
a

Components
Part name Pcs Material Color / Finish

Stopper 2 POM  Stainless steel SUS304 Blac  Barrel finish

Belt 2 PET  Stainless steel SUS430 ray  Bright Annealed finish

Drawings below are reference e amples only. 
D /DW /PD  drawings available on our website.

WPMB-M4-3 SERIES POLE MOUNTING BRACKET

Pole mount brac et made from weather resistant ASA material.

Suitable for both for vertical and hori ontal mounting.

Hole milling is re uired for brac et installation.

IP 7 protection can be maintained through the use of sealing washers.

Pole mount is possible with the use of PKB series mounting belt.

Components
No. Part name Pcs Material Color / Finish

1 Brac et 1 ASA UL94HB White gray  Dar  gray

2 Sealing washer 2 NBR, SPCC Blac

3 Screw (M4-10 Pan head) 2 Stainless steel Unfinished

4 He agonal nut (M4  3 types) 2 Stainless steel Unfinished

Product no. / Dimensions
Product no. Material

thickness
Tightening 

torque
Tensile 

strength
Weight 

(g) White gray  Dark gray

WPMB-M4-3 WPMB-M4-3D Up to t  4.0mm 0.45N  m 5 g 26.5

Listed tightening tor ue values are for reference only. Actual re uired tor ue may differ.

D /DW /PD  drawings available on our website.

72

92

92

12

13
13

WPMB-M4-2

Screw M4-10

Material thickness up to t = 4.0mm

Hexagonal nut 
t = 2.4mm

Sealing washer 
t = 1.2mm

WPMB thickness 
t = 2.2mm

Installation example

Product no. / Dimensions
Product no. W D H a b Belt material Belt length Tensile strength (horizontal) Weight (g) Pack of

PKB-10PM 24 23 11 10 0.5 PET 500mm 0.8kN  14 2

PKB-10P 23 40 11 10 0.5 PET 1,500mm 1.3kN  31.8 2

PKB-10S (16.5) (49.5) 12 10 0.3 Stainless steel 1,500mm 1.4kN 101.6 2

PKB-20S (27.4) (49.5) 12 20 0.3 Stainless steel 1,500mm 2.9kN 182.2 2

NEW

Accessories (Optional parts)



FDR-1

11

a
L

2-
R0

.5

2-
R1

.5

2-R2

2

1.5

2

3

7.3

2435 27

1

Feature
Material Finish

Product no. / Dimensions
Product no. L a Matching boss pitch

66  66

77  77

146 146

FDR SERIES DIN-RAIL

Product no. L a Matching boss pitch

B176  176

－ －

NEW

Accessories (Optional parts)



FDR-2

SPCM • SPCP series
Product no. Matching DIN-Rail

SPCM
SPCP

081304 FDR -  50/100

081305 50/100

081306 50/100

081308 50/100

081310 50/100

081313 50/100

101004 80

101006 80

131304 100

131305 100

131306 100

131308 100

131310 100

131313 100

131804 100/150

131805 100/150

131806 100/150

131808 100/150

131810 100/150

131813 100/150

131815 100/150

181808 150

181810 150

181813 150

181815 150

182508 150/223

182510 150/223

182515 150/223

BC  series
Product no. Matching DIN-Rail

BCAP
BCPC
BCPK
BCAR
BCPR

091207  FDR - 80

091208  80

101507 110

101508 110

112107 170

112110 170

112607 223

112610 223

131508 120

131808 150

131810 150

151509 120

151512 120

162110 170

162113 170

162610 223

162613 223

172211 170

172711 223

Matching DIN-Rail Chart

BCAS series
Product no. Matching DIN-Rail

BCAS

071005  FDR - 92

080806 66

081104  92

081107  92

081108  92

081110  92

081307 110

081308 110

081807 168

081808 168

082507 235

082508 235

101007 77

101010 77

101807 150

102007 170

102307 202

121207  80

121210  80

141709 146

142309 205

151507 120

151510 120

152004 170

152007 170

152010 170

152013 170

152016 170

152510 226

152513 226

161607 137

Accessories (Optional parts)

DIN-Rail stopper bracket TKR series
See page DIN-ACC-2

DIN-Rail mounting feet CKD series
See page DIN-ACC-2

DIN-Rail mounting base DRA series
See page DIN-ACC-1

DIN-Rail mounting base DRT series
See page DIN-ACC-1

Accessories (Optional parts)

BDN series
Product no. Matching DIN-Rail

BDN

 6-  8- 5  FDR - 50

 7-10- 4  

 9-  9- 6 80

 9-13- 5 120

128

11-16- 6 150

12-22- 8 205

16-26- 9 242

-

 FDR -

10-14- 7
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■ DXF/DWG/PDF drawings available on our website.

■ For installation of enclosures, PCB and other parts onto a DIN rail.
■ Simple installation and removal by tilting the case at an angle and sliding it in/out.

Product no. / Dimensions
Product no. Material Color Weight (g)

DRT-1 PC/ABS UL94V-0 Light gray 7.3

65

30
205

14

2.5 8

8

9

55
5

35

22
.3

5
20

.3

3.7

3.5

6.1

4

4-Φ3.5

100

■ NOTE

Before installation, please ensure that 
the length (from top) of the enclosure 
is equal to, or less than 100mm from 
the center of the mounting base.

lever

5

■ NOTE
Before installation, please ensure that 
the lever is not fully hidden behind the 
enclosure

Product no. / Dimensions
Product no. Material (body) Material (lever) Color Weight (g)

DRA-1 PPE : SB UL94V-1 Nylon 66 UL94V-2 Black : White 16.4

DRA-2 PPE : SB UL94V-1 Nylon 66 UL94V-2 Black : White 14.5

DRA-3 PPE : SB UL94V-1 Nylon 66 UL94V-2 Black : White 10.4

90

6-M3 Countersunk2-Φ4

42
37

41
41

36

44

5

8.5

DRA-1

41

2-Φ4 6-M3 Countersunk

41
41

38

90

27

35

5

8.5

DRA-2

34
.4 23

.2

55
.5

17
.6 23

.2

6-M3 Countersunk2-Φ4

35

44 8.5
5

DRA-3

DRA series DIN-RAIL MOUNTING BASE

Technical Data

Max load : 5kg

DRT series DIN-RAIL MOUNTING BASE
DRT dimensions

Technical Data

Max load : 1kg
Operating temperature: -20°C ~ +70°C

■ DXF/DWG/PDF drawings available on our website.

■ For installation of enclosures, PCB and other parts onto a DIN rail.
■ Simple installation and removal via the pull lever.

DRA dimensions

Accessories (Optional parts)
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DIN-ACC-2

Product no. / Dimensions
Product no. W a b c d Pack of

 77  66 17

117  96

147

Product no. / Feature
Product no. Material Color / Finish Pack of

12 2.2 2- 3.5

DIN Rail
35mm

Installed on 35mm DIN-Rail Installed on 32mm DIN-Rail

DIN Rail
32mm

9.5
11

3.
6

35 c b a w

d
46

.5

16
18.5

4 1
12

21.5

27.2

18.5

47 6

(2
1.

3)

11

45 9.1

(2
2)

10
.4

CKD SERIES DIN-RAIL MOUNTING FEET

TKR SERIES DIN-RAIL TERMINAL BLOCKS END STOPPER

Technical Data

Components
No. Part name Pcs Material Color / Finish

1 Polyamide White gray

2 4

1 2

Accessories (Optional parts)
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RMW series WEATHERPROOF CABLE GLAND

■ Weatherproof cable gland equipped with high ultraviolet and degradation 
resistant silicone sealing insert and O-ring.

■ Recommended to use outdoors where waterproofing is critical.
■ IP67 protection class.

Components ■ PA = Polyamide

No. Part name Material

1 Cap PA66 UL94V-2

2 Sealing insert Silicone

3 Connector PA66 UL94V-2

4 O-ring Silicone

5 Lock nut PA66 UL94V-2

SW

A

HL

G

■ Lock nut is not included for RMW10S-6. 
Please drill a proper thread hole into the enclosure for installation.

Product no. / Dimensions
Product no. G Cable range

L H
Max SW A Pack of

 Black  Light gray Thread size Mounting hole Min Max

RMW8L-2.5B RMW8L-2.5S M8×1.25 Φ8.2  1  2.5 13 19.5 11.8 13.5   1

RMW8L-4B RMW8L-4S M8×1.25 Φ8.2  2.5  4 13 19.5 11.8 13.5   1

RMW10S-6B RMW10S-6S M10×1.5 ―  3  6  8 20.5 13 14.4   1

RMW10L-6B RMW10L-6S M10×1.5 Φ10.2  3  6 13 20.5 13 14.4   1

RMW12S-7B RMW12S-7S M12×1.5 Φ12.2  3.5  7  9 20.5 16 17.6   1

RMW12L-7B RMW12L-7S M12×1.5 Φ12.2  3.5  7 14.5 20.5 16 17.7   1

RMW16S-8B RMW16S-8S M16×1.5 Φ16.2  4  8  9 23.5 19 21   1

RMW16L-8B RMW16L-8S M16×1.5 Φ16.2  4  8 15 24 19 21   1

RMW20S-12B RMW20S-12S M20×1.5 Φ20.2  6 12 10 29 24 26.2   1

RMW20L-12B RMW20L-12S M20×1.5 Φ20.2  6 12 15 28.5 24 26.2   1

RMW25L-17B RMW25L-17S M25×1.5 Φ25.2 11 17 15 35 33 36.2   1

RMW32L-21B RMW32L-21S M32×1.5 Φ32.3 13 21 15 38 36 39.5   1

RMW40L-27B RMW40L-27S M40×1.5 Φ40.3 18 27 18 43.5 45.7 50.5   1

RMW50L-38B RMW50L-38S M50×1.5 Φ50.4 27 38 20 50.5 60 66.5   1

RMW10L-6B-P RMW10L-6S-P M10×1.5 Φ10.2  3  6 13 20.5 13 14.4 100

RMW12S-7B-P RMW12S-7S-P M12×1.5 Φ12.2  3.5  7  9 20.5 16 17.6 100

RMW12L-7B-P RMW12L-7S-P M12×1.5 Φ12.2  3.5  7 14.5 20.5 16 17.7 100

RMW16S-8B-P RMW16S-8S-P M16×1.5 Φ16.2  4  8  9 23.5 19 21 100

RMW16L-8B-P RMW16L-8S-P M16×1.5 Φ16.2  4  8 15 24 19 21 100

RMW20S-12B-P RMW20S-12S-P M20×1.5 Φ20.2  6 12 10 29 24 26.2 100

RMW20L-12B-P RMW20L-12S-P M20×1.5 Φ20.2  6 12 15 28.5 24 26.2 100

Technical Data

Protection class: IP67
Operating temperature: -20°C ~ +80°C

1 2 3

4 5

RMW dimensions ■ DXF/DWG/PDF drawings available on our website.
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Object: Cut into a piece of the silicone sealing insert from RMW series and attach it onto an aluminium plate.
For comparison, NBR sealing insert from our RM and EPDM sealing insert from another manufacturer is also attached for comparison purposes.

RMW series silicone sealing insert weatherproof test report

Before After
Testing conditions
Equipment : 7.5kW Super Xenon Weather Meter SX75 (Suga Test Instruments Co., Ltd.- http://www.sugatest.co.jp/english/)
Conditions : JIS B7754 : 1991
 Testing with an authorized Xenon arc lamp weathering test equipment under the conditions denoted below.
 Irradiance : 180W/m2 at 300-400nm
 Black Panel Temperature : 63±3°C  Humidity Range : 50±10%
 Cycle Conditions : 120 minutes cycle (18 minutes irradiation + water spray - 102 minutes irradiation)
Time period : 2,000 hours (equivalent to a period of 4 years under natural conditions)
Total radiant exposure : 1296MJ/m2

Test result (visual / touch inspection)
Silicone sealing insert material : No cracks, no gloss transition, no powder - no appearance change at all.  Flexibility remains unchanged.

Before After

NBR material from our RM series : Lost glossiness on the surface and material is stiffened.

Before After

EPDM material from weatherproof cable gland of another manufacturer : Cracked, color drastically faded and powder appeared on the surface.

Before After
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■ Low cost cable glands made from polyamide material.
■ Wide selection, for M8 ~ M63, suitable for Φ1mm ~ Φ44 mm cable.
■ High oil resistant NBR rubber sealing and O-ring.
■ IP67 protection class.

Components ■ PA = Polyamide

No. Part name Material

1 Cap PA66 UL94V-2

2 Sealing insert NBR

3 Connector PA66 UL94V-2

4 O-ring NBR

5 Lock nut PA66 UL94V-2

SW

A

HL

G

■ Lock nut is not included for RM8S-2.5, 8S-4, and 10S-6 models.

Please drill a proper thread hole into the enclosure for installation.

Product no. / Dimensions
Product no. G Cable range

L H
Max SW A Pack of

 Black  Light gray Thread size Mounting hole Min Max

RM8S-2.5B RM8S-2.5S M8×1.25 ―  1  2.5  7.5 19.5 11.8 13.5 1

RM8L-2.5B RM8L-2.5S M8×1.25 Φ8.2  1  2.5 13 19.5 11.8 13.5 1

RM8S-4B RM8S-4S M8×1.25 ―  2.5  4  7.5 19.5 11.8 13.5 1

RM8L-4B RM8L-4S M8×1.25 Φ8.2  2.5  4 13 19.5 11.8 13.5 1

RM10S-6B RM10S-6S M10×1.5 ―  3  6  8 20.5 13 14.4 1

RM10L-6B RM10L-6S M10×1.5 Φ10.2  3  6 13 20.5 13 14.4 1

RM12S-7B RM12S-7S M12×1.5 Φ12.2  3.5  7  9 20.5 16 17.6 1

RM12L-7B RM12L-7S M12×1.5 Φ12.2  3.5  7 14.5 20.5 16 17.7 1

RM16S-8B RM16S-8S M16×1.5 Φ16.2  4  8  9 23.5 19 21 1

RM16L-8B RM16L-8S M16×1.5 Φ16.2  4  8 15 24 19 21 1

RM20S-12B RM20S-12S M20×1.5 Φ20.2  6 12 10 29 24 26.2 1

RM20L-12B RM20L-12S M20×1.5 Φ20.2  6 12 15 28.5 24 26.2 1

RM25L-17B RM25L-17S M25×1.5 Φ25.2 11 17 15 35 33 36.2 1

RM32L-21B RM32L-21S M32×1.5 Φ32.3 13 21 15 38 36 39.5 1

RM40L-27B RM40L-27S M40×1.5 Φ40.3 18 27 18 43.5 45.7 50.5 1

RM50L-38B RM50L-38S M50×1.5 Φ50.4 27 38 20 50.5 60 66.5 1

RM63L-44B RM63L-44S M63×1.5 Φ63.4 37 44 20 53 68 75.5 1

RM10L-6B-P RM10L-6S-P M10×1.5 Φ10.2  3  6 13 20.5 13 14.4 100

RM12S-7B-P RM12S-7S-P M12×1.5 Φ12.2  3.5  7  9 20.5 16 17.6 100

RM12L-7B-P RM12L-7S-P M12×1.5 Φ12.2  3.5  7 14.5 20.5 16 17.7 100

RM16S-8B-P RM16S-8S-P M16×1.5 Φ16.2  4  8  9 23.5 19 21 100

RM16L-8B-P RM16L-8S-P M16×1.5 Φ16.2  4  8 15 24 19 21 100

RM20S-12B-P RM20S-12S-P M20×1.5 Φ20.2  6 12 10 29 24 26.2 100

RM20L-12B-P RM20L-12S-P M20×1.5 Φ20.2  6 12 15 28.5 24 26.2 100

RM25L-17B-P RM25L-17S-P M25×1.5 Φ25.2 11 17 15 35 33 36.2 100

1 2 3

4 5

RM series POLYAMIDE CABLE GLAND

Technical Data

Protection class: IP67
Operating temperature: -20°C ~ +80°C 

RM dimensions ■ DXF/DWG/PDF drawings available on our website.
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■ Strain relief cap protects cables by preventing it from bending beyond its limit and breaking. Technical Data

Protection class : IP67
Operating temperature : -20°C ~ +80°C

Components
No. Part name Material

1 Stain relief cap PA66 UL94V-2

- Sealing insert NBR

2 Connector PA66 UL94V-2

3 O-ring NBR

4 Lock nut PA66 UL94V-2

Product no. / Dimensions
Product no. G Cable range

L H
Max SW A Pack of

● Black ● Light gray Thread size Mounting hole Min Max

RSP12-6B RSP12-6S M12×1.5 Φ12.2  3.5  6  9  62 16 17 1

RSP16-8B RSP16-8S M16×1.5 Φ16.2  4  8  9  69 19.5 21 1

RSP20-11B RSP20-11S M20×1.5 Φ20.2  6 11 10  82 24 26 1

RSP25-16B RSP25-16S M25×1.5 Φ25.2 11 16 12 102 33 36 1

3 2 14

RSP series STRAIN RELIEF CABLE GLAND

RSP dimensions ■ DXF/DWG/PDF drawings available on our website.
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SP dimensions

D
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1

H

Se n   or c e n  en not n e

nt n  ter roo  e  en e  nto t e e n  n ert 
on c e n

Product no. / Dimensions
Product no. D D1 H Suitable cable glands Pack of

SP 1 1  6 1 R W1  R 1  R W16  R 16  RPG7  RPG9 1

SP 16 1 6  9 1 R W  R  RPG11  RPG1 1

SP 19 6 1 16 RPG16 1

SP 4 4 17 17 R W  R  R W  R  RPG 1  

SP 4 4 17 R W4  R 4  RPG 9  

SP 47 9 17 6 R W  R  

ter   on

Accessories (Optional parts)

SP SERIES SEALING PLUG
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■ High water protection IP68 (1bar / 30min) polyamide cable gland.
■ Wide selection, for M8 ~ M50, suitable for Φ2.5mm ~ Φ42 mm cable.
■ Super tough and superior heat resistant PA6GF (glass fiber filled PA6) material on cap and connector.
■ Safer halogen free, eco-friendly product.

AG series
Thicker sealing insert evenly hold a cable by having a larger holding area.
Remains durable even after repeated tightening / loosening.

Lamellar insert type
If over-tightened, it can cause the rubber bush or cable to deform, which 
can allow water to seep in.

Components ■ PA6GF = Polyamide6 Glass Fiber Filled

No. Part name Material

1 Cap  PA6GF

2 Sealing insert  TPE

3 Connector  PA6GF

4 Lock nut  PA6

■  Lock nut is not included for M8 and M10 sizes.
Please drill a proper thread hole into the enclosure for installation.

■ Proper tightening torque varies by each cable diameter.
Tighten the cap until top of the sealing insert forms a small 
bead between the cap and the cable.

1 2 3 4

AG series HIGH WATER PROTECTION CABLE GLAND

Technical Data

Protection class: IP68 1bar / 30min
Operating temperature: -20°C ~ +100°C 
Compliant with EN50262 Ver. A
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Waterproof rib

Sealing washer

SW

A

HL

Gd

m

■ No optional sealing washer is required when installing on an even surface 
because of the built-in waterproof rib.

■ An optional sealing washer is required when installing on an uneven surface. 
(See website for more information on the optional sealing washer)

Product no. / Dimensions
Product no. G Cable range

L H
Max SW A d m Pack of

 Black  Light gray Thread size Mounting hole Min Max

AG8-3.5B AG8-3.5S M8×1.0 ―  2.5  3.5 10 17 12 13.2 ― ―  1

AG8-5B AG8-5S M8×1.0 ―  3.5  4.7 10 17 12 13.2 ― ―  1

AG10-6B AG10-6S M10×1.0 ―  4  6 10 19 15 16.5 ― ―  1

AG12-5B AG12-5S M12×1.5 Φ12.2  3.5  4.7 12 23.5 17 18.7 18.8 5  1

AG12-6.5B AG12-6.5S M12×1.5 Φ12.2  5  6.5 12 23 17 18.7 18.8 5  1

AG12-8B AG12-8S M12×1.5 Φ12.2  6.5  7.8 12 23 17 18.7 18.8 5  1

AG16-10B AG16-10S M16×1.5 Φ16.2  8 10 12 26 21 23.1 24.3 5  1

AG20-15B AG20-15S M20×1.5 Φ20.2 11 15 13 27 27 29.7 29 6  1

AG25-16B AG25-16S M25×1.5 Φ25.2 12.5 16 13 34 34 37.4 36 6.7  1

AG25-20B AG25-20S M25×1.5 Φ25.2 16 20 13 34 34 37.4 36 6.7  1

AG32-25.5B AG32-25.5S M32×1.5 Φ32.3 21 25.5 15 36 41 45.6 46 8  1

AG40-28.5B AG40-28.5S M40×1.5 Φ40.3 24 28.5 15 41 50 55.4 53.5 9  1

AG40-33B AG40-33S M40×1.5 Φ40.3 28.5 33 15 41 50 55.4 53.5 9  1

AG50-37B AG50-37S M50×1.5 Φ50.4 33 37 16 45 60 65.5 66 9.6  1

AG50-42B AG50-42S M50×1.5 Φ50.4 37 42 16 45 60 65.5 66 9.6  1

■ Lock nut is not included for M8 and M10 sizes.
Please drill a proper thread hole into the enclosure for installation.

Sealing washer

AG dimensions ■ DXF/DWG/PDF drawings available on our website.
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AGP-1

MD2

D1

Se n  er or AG er e

M e ro  o  re t nt R ter

e n t e c e o  n t t on on  ro  or ne en r ce

Se ect e n 7 e  ro  M12 to M

Se n  er  not nece r  or n t t on on t r ce

AGP Dimensions

Product no. / Dimensions
Product no. D1 D2 M Suitable cable gland Pack of

AGP 12 2 12 1 6 1

AGP 16 2 16 2 AG16 1

AGP 2 29 2 2 AG2 1

AGP 2 7 2 2 AG2 1

AGP 2 44 2 2 2 AG 2

AGP 4 2 4 2 2 AG4  

AGP 64 1 AG  

AGP SERIES

M ter   R

AG 2




